
 

IMWP 
INSULATED METAL WALL PLANK 

INSTALLATION 

MANUAL 

www.carronandco.com 



Page 1 

Inspect conditions at the job site. Wind 

girts and top and bottom angles must be 

plumb!  

The base angle must be straight and 

firmly connected to the foundation curb or 

masonry wall. If this is not the case, have 

it corrected before proceeding. 

Misaligned structural framing will 

telegraph through the panels to the 

outside observer. 



Page 2 

 

Off loaded or hoisted panel bundles should be located along the 

starting wall, either at ground level or on the roof, to keep handling of 

panels to a minimum. 

Follow all OSHA and any site specific safety plans and procedures. 
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Slide the metal color cap onto the face of the bottom closure. The 

bottom closure is typically formed in 20 ga. galv. steel with a hook at 

the top so that it can be hung over upright leg of base angle. 

Otherwise, straight leg bottom closure is screwed to leg of base 

angle with low profile head fasteners. 
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The first panel is started at either the right hand side corner (as you 

face the exterior side of the wall) or the left hand side corner, 

depending on field conditions. The first panel is typically fastened 

with screws into each girt. (However, panel starters are sometimes 

used for support if the first panel starts on the web face of the column 

and there are no other support members, as indicated above.) The 

first panel must be plumb and extend 2” beyond the girt line on the 

adjacent wall (when installing 2” thick panels).  

When starting on the right hand corner, upward legs on the girts 

receive a Left-Hand (LH) clip and downward legs a Right-Hand (RH) 

clip. Vice-Versa for starting on the left hand side corner.   
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Panels are unloaded from the pallets one or two at a time. Panels 

are to be carried on edge... Never Flat!  Typical 2” panel bundles 

are 5 panels wide and 15 panels tall.   
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The first panel can be placed into the bottom closure, MALE EDGE 

FIRST (pointing towards the right as illustrated above) and fastened 

to the girts (or slipped into the panel starters as indicated above.) 

The Female Edge will always be the leading edge, ready to receive 

the next panel. 
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 Left Hand Clip

  

Right Hand Clip 

Clips should be fitted into the Female Edge of the first panel and 

snug over the leg of all girts and angles. (A gentle tapping of the clip 

with a hammer may be helpful to position the clip fully into the Female 

Edge.) Use a level to be sure panels are plumb. 

At the end of the work day and if the wall is partially completed, 

use vise clamps to hold the last panel to the girts and angles. 

(Use of only the exposed clips on the last panel may cause the clips 

and panels to work free.)  
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The second panel can now be placed into the bottom closure so 

that the bottom male edge is fitted into the female edge of the first 

panel. With the top tilted back approx. 10°, the second panel should 

be slammed “scissors-like” into the receiving edge of the first panel. 

Clips should then be installed at all girts and angles of the second 

panel. Additional panels are installed in the same manner.  

Check for plumb every fifth or sixth panel. Actual cover width of 

each panel is approx. 8 1/8”. Panels can be face nailed at top into 

wood blocking if structural member is not installed or to help keep 

panels in place. The last panel on the wall may need to be rip cut to 

fit and face screwed to girts and angles.  
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When doors (or openings) occur in wall, first apply head closure to 

the door header channel. Attach similarly as a bottom closure. Cut 

the panel on the right side of the door to fit the opening. Continue 

installing other panels over the door. Cut the panel on left side of 

the door as required and install. Jamb flashings can be slipped over 

the ends of the exposed panels and attached to the door frame with 

screws from the back side. Partial delamination of the panel after 

rip cutting is normal. Exposed edge of the panel is supported by the 

jamb flashing. 
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After completion of the first wall, turn the corner and duplicate the 

previous steps. 

Corner flashings can be installed after starting the adjacent wall. 

Fasten galvanized corner liner (A) to panels on both walls with 

screws through the off-set provided in the liner. After each 10’- 0” 

section of the liner is installed, slide the pre finished corner cover 

(B) over the liner. If clear access is not available at the top, the last 

section may need to be installed complete (A & B already 

assembled) and pop rivets or screws used to attach liner and cover 

to the panels.  
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Upon completion of walls, the gravel stop or coping can be installed.  


